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Installation Manual For Line Set Fittings

ALL TECHNICAL AND WARRANTY QUESTIONS SHOULD BE DIRECTED TO THE
LOCAL DEALER FROM WHOM THE EQUIPMENT WAS PURCHASED. IF YOU ARE
UNSUCCESSFUL, PLEASE WRITE TO THE COMPANY LISTED ON THE RATING
PLATE OF THE EQUIPMENT.

AWARNING [l ADANGER Rttt Sy

. . sevarainjury or death.
Read and understand instruction
manual and safety messages befora
installing solar hot water collectors.

Children, the elderly and the physically
or mentally disabled are at the highest
risk for scald injury.

Failure to follow instructions and
safety messages could resultin death
oF Serious injury.

Read instruction manual for safe
installation and operation of solar hot
water system.

Model # Description
FlowMaxx-A-5/8IN-3/4IN-PF-M 5/8” Line Set to %” M NPT Fitting
FlowMaxx-A-3/4IN-3/4IN-PF-M %" Line Set to M NPT Fitting
FlowMaxx-A-1IN-1IN-PF-M 1” Line Set to M NPT Fitting
FlowMaxx-A-5/8IN-5/8IN-CC-PF 5/8” Line Set to Line Set Fitting
FlowMaxx-A-3/4IN-3/4IN-CC-PF %" Line Set to Line Set Fitting
FlowMaxx-A-1IN-1IN-CC-PF 1” Line Set to Line Set Fitting
FlowMaxx-A-TEE-3/4IN-PF %" Line Set Tee
FlowMaxx-A-TEE-1IN-PF 1” Line Set Tee
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Line Setto NPT Fitting

Applicable Model #

Model #

Description

FlowMaxx-A-5/8IN-3/4IN-PF-M

5/8” Line Set to %” M NPT Fitting

FlowMaxx-A-3/4IN-3/4IN-PF-M

%" Line Set to M NPT Fitting

FlowMaxx-A-1IN-1IN-PF-M

1” Line Set to M NPT Fitting

1. End of line set should be smooth for
line set fitting. If not smooth, cut
using pipe cutter.

2. Lineset connector is made up of nut,
ring, and NPT connector.

3. Feed line set through nut and ring.
Make sure flat side of ring is facing
outwards.

4. Clamp ring down.
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5. Thread line set connector into nut.
Tighten down using channel locks.

6. Final assembly of line set to NPT
fitting.
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Line Set to Line Set Fitting

Applicable Model #

Model #

Description

FlowMaxx-A-5/8IN-5/8IN-CC-PF

5/8” Line Set to Line Set Fitting

FlowMaxx-A-3/4IN-3/4IN-CC-PF

%" Line Set to Line Set Fitting

FlowMaxx-A-1IN-1IN-CC-PF

1” Line Set to Line Set Fitting

1. End of line set should be smooth for
line set fitting. If not smooth, cut
using pipe cutter.

2. Feed line set through nut and ring.
Make sure flat side of ring is facing
outwards. Repeat for second line set
end.

3. Clamp ring down for both line set
ends.
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4. Thread line set connector into nut.
Tighten down using channel locks.
Repeat for second line set end.

5. Final assembly of line set to NPT
fitting.
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Line Set Tee

Applicable Model #

Model # Description
FlowMaxx-A-TEE-3/4IN-PF %" Line Set Tee
FlowMaxx-A-TEE-1IN-PF 1” Line Set Tee

1. End of line set should be smooth for
line set fitting. If not smooth, cut
using pipe cutter.

2. Feed line set through nut and ring.
Make sure flat side of ring is facing
outwards. Repeat for second and
third line set ends.

3. Clamp ring down on all three line set
ends.
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4. Thread line set connector into nut.
Tighten down using channel locks.
Repeat for second and third line set
ends.

5. Final assembly of line set tee.
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