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Technical Details

Model:

Gross Area (ft?)/(m?)

Net Aperture Area (ft2)/(m?)
Gross Dimensions without
connections (ft)/(m)

Between Collector Dimensions

(ft)/(mm)
Fluid Capacity (gal)/(l)

Dry Weight (lbs.)/(kg)

Wet Weight (Ibs.)/(kg)

Tilt Angles:

Orientation:

Riser Tube Flow Pattern:

Max. Collectors/Row

Minimum Flow Rate (gpm)/(lpm)
Suggested Flow Rate (gpm)/(lpm)
Maximum Flow Rate (gpm)/(lpm)
Operating Pressure (psi)/(bar)
Maximum Pressure (psi)/(bar)
Stagnation Temperature (°F)/(°C)
Permissible Wind Load (psf)/(kPa)
Permissible Snow Load (psf)/(kPa)
Heat Transfer Fluid

Absorber Type
Absorber Coating
Coating Absorbance
Coating Emissivity
Glazing Glass

Transmission of Glazing
Insulation

Insulation Thickness (in)/(mm)
Collector Frame Material

Efficiency
Heat Loss Coefficients al (W/m?2K)
Heat Loss Coefficients a2 (W/m?K)

TitanPower-ALDH 29-V3
29.3/2.74
27.7/2.5

7.73x3.77x0.312/
2.36x1.15x0.1
0.296 / 90

0.57/2.16

93 /42.2

116.8 /53

0-90°

Portrait

Double Header Serpentine
14

0.17/0.644
0.2-0.5/0.757-1.9
0.5/1.9
20-40/1.38-2.76
145.04 / 10

392 /200

55/ 2.63

55/ 2.63

40-50% propylene-glycol;
Water

Aluminum Sheet

High Selective

95%

5%

Low iron Tempered Mistlite
Glass

91%

Mineral wool

1.97 /50.04

Powder Coated Aluminum
Frame

82.0% based on absorber area
34

0.014

PRODUCT DATA SHEET

Certifications & Standards

v/ SRCC 0G-100 (#10002034)
USEC UL 1703

ASHRAE Std 93-1986

ASTM E 330 (Wind Load Rating)
10 years warranty
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Spusen W
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ALDH?29 Efficiency Curve - SRCC

1000W/m2  eeesenes 800 W/m? - = =600 W/m? — . 400W/m?

100

80

60

40

EFFICIENCY % (BASED ON GROSS AREA)

20

0 10 20 30 40 50 60
DELTAT

100

ALDH29 Pressure Drop Curve

PRESSURE LOST (FEET OF HEAD)
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1.877.786.6299 fax: 1.800.786.0329 Www.sunmaxxsolar.com
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EFFICIENCY % (BASED ON ABSORBER AREA)

ALDH?29 Efficiency Curve - Keymark
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Efficiencies and Coefficients

n=1p —a;(t; — t,) — ay(t; — t,)*
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SRCC Keymark Keymark
(Gross Area) (Aperture) (Absorber)
No 0.732 0.734 0.850
a1 3.1239 3.31 3.33
az 0.0143 0.0093 0.0093
SRCC Performance Rating (kBTU/panel/day)
Ti-Ta Clear (2000Btu/ft2.day) Partly Cloudy Cloudy
(1500Btu/ft>.day) (1000Btu/ft.day)
A (-9°F) 39.5 29.8 20.1
B (9°F) 36.4 26.6 16.9
C (36°F) 31.2 21.6 12.1
D (90°F) 20.9 12.2 3.9
E (144°F) 11.2 3.8 0.0
Keymark Performance Rating (based on Aperture Area) (W)
Tm-Ta Clear Partly Cloudy Cloudy
(1000 W/m?) (700W/m?) (400 W/m?)
0°K 2140 1498 856
10°K 2052 1410 768
30°K 1863 1221 579

50°K 1654 1012 370
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004 Cempensator
, - /\L', ]
MHUZ
—— A
)02 End Car 005 Ball Valve
Note
1. TitanPower—A—ALDH-V3-ADPKIT-3/4NPT and
TitanPower—A—ALDH-COUPLING-C-V3 come
with clamps to secure to panel.
Z 2. Ball valve acts as balancing valve to 003
. / Pipe Connector. Use Loctite 545 for
(3 threaded connection.
= Ball valve is rated up to 400°F
003 Pipe Connector
Flush Mounting List of Elements
ELEMENT MATERIAL
1 Air Bleeder Brass
Z Air Bleeder Screw Brass
SkU List 3 Gasket Yiton
SKU Diagram(s) 4 End Cap Brass
1 | TitanPower—A—-ALDH-V3-ADPKIT-3/4 | 001, 002, 5 Pipe Connector Brass
NPT 003 (2 pes) -
& Compensator Stainl Steel
7 |TanPower—A—ALDH—COUPLING—C—V3| 004 (2 pes) penstor e
7 Compensator Housing Brass
31 XMaxx—HW-3/4IN-Threaded-BY 005 g Ball Valve Brass
9 Handle Steel, rubber cover

1.877.786.6299

fax: 1.800.786.0329

WWW.sunmaxxsolar.com
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Asphalt / metal roof mounting

Detail SL-101
Mounting to asphalt roof
Scale 1:5

Mouting of Solar Panels
Side View o
Scale 1:10 o

I L
I

Tile roof mounting

Mouting of Solar Panels
Side View
Scale 1:10

1.877.786.6299 fax: 1.800.786.0329 WWW.sunmaxxsolar.com
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Flat roof — standing position mouting

Mouting of Sclar Panels
Side View

_— Mounting rail

Detail SL-101

Mouting of Solar Panels
Side View

1.877.786.6299 fax: 1.800.786.0329 www.sunmaxxsolar.com
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